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CONCRETE SIDEWALK RAMP

DEPRESSED CURB OR COMBINATION CURB &
GUTTER FOR SIDEWALK RAMPS

SECTION A-A

EXPANS 1ON
JOINT
MATERIAL

MAY BE MODIFIED TO SUIT A PARTICULAR LOCATION.

1. T0 BE USED ON WIDE SIDEWALKS OR SIDEWALKS WITH SIGNIFICANT SEPARATION FROM THE ROADWAY WHERE THE GEOMETRY
SPECIFIED IN THE DETAILS ABOVE CAN BE SATISFIED.

36" MIN. MAY BE USED AS LONG AS PASSING ZONES ARE PROVIDED IN

3. NO TRAVERSABLE SLOPE ON THE RAMP OR SIDEWALK SHALL EXCEED 12:1
PERPENDICULAR TO THE DIRECTION OF PEDESTRIAN TRAVEL.

4. EXPANSION JOINT MATERIAL SHALL BE INSTALLED IN ACCORDANCE WITH STD. MD-655.01.

5. SIDEWALK RAMP SHALL BE INCLUDED IN PRICE BID FOR CONCRETE SIDEWALK.
INCLUDED I[N PRICE BID FOR CURB OR CURB & GUTTER ADJACENT TO SIDEWALK RAMP.
PAID FOR IN ACCORDANCE WITH SECTION 611 OF THE SPECIFICATIONS.

6. SIDEWALK RAMPS TO BE SHOWN ON PLANS SYMBOL ICALLY AND REFERENCED WITH THE CENTER OF THE RAMP ALIGNED TO A STATION
SEPARATE DETAILS SHALL BE SHOWN WHERE PROPOSED RAMP VARIES FROM STANDARD CASES.

IN THE DIRECTION OF PEDESTRIAN TRAVEL.,

OR 48:1

DEPRESSED CURB AND CURB TRANSITION SHALL BE

DETECTABLE WARNING SURFACE SHALL BE
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